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Devices with this label are subject to the current EU directive on waste electrical and electronic 
equipment (WEEE directive) and may not be disposed of with household waste, but only 
through a suitable waste disposal company. Ask your local government or your specialist dealer 
about your options for proper disposal.

Specifications

Types Dynamic, Closed-back
Driver Ø40 mm, Neodymium
Sensitivity 102 dB SPL (1 mW)
Frequency 
Response 10 - 20,000 Hz

Max. Input Power 200 mW

Rated Impedance 68 Ω  
(Copper-coated aluminum wire) 

Earpads Leatherette

Cables
3-meter (9.8 ft.) straight, single-
sided, plugin cable on headphones 
(mini stereo connector)

Connector Gold plated stereo mini plug plus 
3.5-6.3 adapter

Finish White / Black
Weight (w/o cable) 400 g (14.1 oz)

HD665
PROFESSIONAL 
STUDIO HEADPHONES

Description

With HD665’s well-defined bass reproduction and clear 
mid-high sound profile, these professional studio 
monitoring headphones are perfect for drummers and 
bass players.
They provide great isolation and drastically reduce 
levels of external sound reaching a musician’s ears, 
offering valuable protection from potential damage. Self-
adjusting headband and foam cushions ensure great fit 
and maximum comfort. HD665 is great for recording and 
live situations or playing along with recorded music.

Features

• Well-defined bass reproduction and high resolution 
character.

• Large, high-performance 40 mm (1.6") drivers provide 
high sound pressure level and convincing sound.

• Advanced closed-back design ensures high noise 
reduction.

• Auto-adjustable headband and circumaural design for 
comfort during long work sessions.

Included
1⁄4" (6.3 mm)  
adapter 3M straight cable

Carrying pouchCable clip
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164 mm [6.45 in] 105 mm [4.13 in]


